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Product Specification

Effective from:

Revision: 3.0

2012-08-24

PRD-Number: 30171549

Test Parameter Specification Test Method

Product name: PolyTHF® 1800

CAS-Number: 25190-06-1

 

Operating Division Intermediates  

  

 

Author:

Asia Pacific
Product Stewardship

(BACH)

1800 ± 50 g/molMolecular weight SMT1701

60.0 - 64.1 mg KOH/gHydroxyl number Calculated

max. 0.05 mg KOH/gAcid number SMT1702

max. 40 APHAColor SMT0201

max. 150 ppmWater SMT1002

200 - 300 ppmStabilizer, BHT SMT1703

This document has been generated by electronic data processing and is valid without signature.

Operating Division Intermediates
Asia Pacific
Product Stewardship
For more information, please contact local BASF office
Internet: www.basf.de/intermediates

The aforementioned data shall constitute the agreed contractual quality of the product at the time of passing of risk. The data are controlled in regular intervals as part of our quality 
assurance program. SELLER MAKES NO WARRANTY OF ANY KIND, EITHER EXPRESS OR IMPLIED, BY FACT OR LAW, INCLUDING WARRANTIES OF MERCANTABILITY OR 
FITNESS FOR A PARTICILAR PURPOSE..

Disclaimer:

NOT FOR REGULATORY PURPOSES

Stabilized with 200 - 300 ppm BHT.


